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User Manual





PRECAUTIONS

We strongly recommend reading the points below before operating this product.
≥≥ Back up the data periodically to another safe media. Under no circumstances there is any liability 

regarding to data damage or loss in a HDD.
≥≥  Do not place the player near devices that emit strong magnetic fields. It may cause data damage 

or loss on the HDD.
≥≥ Do not disassemble or remodel the device. It may cause damage and/or data loss to the player.
≥≥ Do not power off the device while a file is playing.
≥≥ Do not let the player drop or shock: the HDD may suffer unrecoverable data loss or even render it 

unusable.
≥≥ Do not use the device under heavy moisture or wet conditions. If any liquid gets in contact with 

P2350 unplug the power right away.
≥≥ Do not touch P2350 with wet hands. It may cause electric shock.
≥≥ The power outlet shall be installed near the equipment and shall be easily accessible.
≥≥ In hot environments take care of the temperature reached by P2350 because it can overheat if 

used for long time. The device may stop to preserve integrity in such conditions but if you force 
P2350 to continue working it may cause damage and/or data loss to the unit.
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1.	 MEDIA

1.1.	 INTERNAL HARD DISK
Follow step-by-step the points below for a successful setup. Notice that some steps may vary 
depending on the operating system.

1.1.1.	 Drive Installation
Unplug P2350 from mains supply before starting the hard disk installation.

1.	 Press the lateral buttons at the same time 
to slide out the hard disk tray.

2.	 Fit the hard disk inside the bracket in the 
right position.

3.	 Turn the two latches to secure the hard 
disk in place.

4.	 Connect the SATA cables and slide in 
carefully the hard disk tray to the original 
position. Make sure that the lateral 
buttons are properly adjusted.
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1.1.2.	 Connection with computer
P2350 can cummunicate at USB1.1 (12Mbps) or USB2.0 (480Mbps) speed with the computer. It is 
recommended to use USB2.0 which allows faster transfer rates. If your computer has a mix of USB1.1 
and USB2.0 ports read the corresponding manual to be able to select the appropriate port.

1.1.3.	 Device detection

Windows 98SE

In Windows 98SE, install the device driver included in the CD-ROM.
You can also download the driver at www.energysistem.com.
1.	 Run setup.exe file before connecting P2350.
2.	 Reboot after finishing installation.
3.	 Connect P2350 to the computer. An ‘Add New Hardware’ procedure will start; follow the 

suggested steps.
4.	 Check that the hard disk drive inside the player is listed on the ‘Device Manager’ tab.

Windows Me/2000/XP/Vista, Mac OS X, Linux

This operating systems have built-in support for external USB hard disks so you don’t need to install 
any driver.
To prevent file system corruption remember to follow the correct steps when disconnecting P2350 
from the computer:

≥≥ Windows: Use the ‘Safely remove hardware’ procedure.
≥≥ Mac OS: Discard the corresponding Desktop icon into Trash Bin before disconnecting P2350 from 

USB port.
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5.4.	 BROWSER

‘Browser’ allows you to find the multimedia 
files stored in the internal HDD, USB device 
or network volume that you want to play.

Use ‘left’/’right’ to show all music/photo/
movie files or only one kind of them.
With ‘up’/’down’ you can select the file and 
its preview (if available) will show in the 
right frame.

Pressing ‘Delete’ will allow you to rename 
or delete the selected file. If you choose to 
rename the file then the virtual keyboard will 
let you to enter a new name.
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5.4.1.	Playlists
Add your favorite contents to the playlist so they are easily accessible at any time.

5.5.	 TIMER
The Timer menu allows you to create, edit and delete recording schedules and view scheduling status 
and and history.

5.5.1.	Creating a new schedule
Select the ‘Edit’ tab and then ‘Add a new schedule’. Press ‘Ok’.
At the configuration screen enter values for the following parameters:

≥≥ Start time: Date and time when the recording should start.
≥≥ Lenght: Lenght of the recording.
≥≥ Repeat: Choose from Once/Everyday/Mon-Fri/Mon-Sat or an individual day of the week.
≥≥ Quality: Choose the recording quality. The higher the quality the more space required on the hard 

drive.

5.5.2.	Editing an existing schedule
Follow the same steps than in “Creating a new schedule” but selecting first the schedule you want to 
edit instead of ‘Add a new schedule’.

5.5.3.	Deleting a schedule
Select the ‘Delete’ tab, then the schedule you want to delete and press ‘Ok’.

5.5.4.	Changing the status of a schedule
Select the ‘Status’ tab, then the schedule you want to disable or enable and press ‘Ok’.

5.5.5.	Viewing recording history
View the recordings that have completed.
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6.	 TROUBLESHOOTING

Problem What to do

When the unit is on, nothing appears on the 
screen or the screen is shaking. 
When the video output mode is not properly 
set, nothing may appear on the screen, the 
screen may be in monochrome, or the screen 
may be shaking. 

Press “TV OUT”  button of the remote contro-
ller slowly and change the output mode until 
the video output mode is properly set.
The PLAYER is PAL or NTSC mode, please 
check the TV Output (NTSC/PAL) 

While playing a movie file, its subtitle is not 
shown.

If the name of a movie file does not match to 
the name of a subtitle file, no subtitle can be 
shown. 
In the case of multiple subtitles, if there is no 
first subtitle, subtitle cannot be shown.
 In this case, using the [SUBTITLE] button, 
select the second subtitle file. 

While playing a movie, there is no audio output. In the SETUP menu, check if the audio output 
mode is properly set.
Check the volume level.
Check if the [MUTE] function is activated.

Playback of network-stored files does not 
work.

Check if shared computer’s firewall is disabled 
or configured to allow player access.

Check that the network cable is properly 
connected.

Check that the folders containing the multime-
dia files you want to play are correctly shared.
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7.	 SPECIFICATIONS

Supported 
formats

Video IFO, VOB, ISO, DAT, MPG, TS (MPEG1/2/4)
AVI (DivX, Xvid)
MKV, H.264, WMV9 (through LAN streaming with transcoding 
software on the PC)

Audio AAC, AC3, MP3, OGG, WAV, WMA

Pictures JPEG, BMP

Subtitles SMI, SSA, SRT

Audio outputs HDMI, stereo analog (RCA) and digital S/PDIF

Video outputs HDMI (up to 1080i), Components YPbPr (up to 1080i), Composite 
(RCA)

AV inputs Composite video (RCA) and stereo analog audio (2x RCA)

Connections USB2.0 host port 
USB2.0 device port 
Ethernet LAN (10/100 Mbps)

Hard disk SATAII. FAT32 / NTFS. Up to 1 TB capacity.

Power 12V 1.8A

Supported operating 
systems

Windows98SE/ME/2000/XP/Vista, 
MacOS 9.x/X, Linux 2.4 or later

Note: due to the great number of container format/audio and video encoding available possibilities it’s 
impossible to ensure the support for all of them. In case that a file is not playable you can transcode it 
into a supported format.
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WARRANTY
Energy Sistem Soyntec S.A. warrants its products to be free from defects in materials and workman-
ship at the time of purchase.
The warranty period is 36 months from the date of purchase.

WARRANTY PROCEDURE
≥≥ Visit the Support section at http://support.energysistem.com and select your product to view the 

FAQ (Frequently Asked Questions). The solution to your problem is very likely to have been already 
published there. You will also be able to download user manuals, user guides, drivers and updates.

≥≥ If you cannot find an appropriate solution in the Support section, you may send us your enquiry or 
warranty service request by email: support@energysistem.com

≥≥ Alternatively, you may prefer to contact the distributor from which you purchased the product, 
presenting the purchase receipt or invoice.

Specifications are subject to change without notice.
© 2009 by Energy Sistem®. All rights reserved.

TRADEMARKS.
All company, brand and product names are trademarks or registered trademarks of their respective 
companies.

DECLARATION OF CONFORMITY
Manufacturer Name: Energy Sistem Soyntec S. A.
Address: Pol. Ind. Finestrat – c/ Calpe, 1 – 03509 Finestrat Alicante
Tel: 902 388 388
Fax: 902 119 034
NIF: A53107488
We declare under our own exclusive responsibility that the product:
Energy Sistem® Multimedia Player & Recorder Energy™ P2350
Is in compliance with the essential directives, norms and standards of the European Union 89/336/
EEC (EMC Directive).
Manufacturing country: China






